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PKL PPC 300 / 301 / 302 

• Features: lntelligent temperature controller, based on microprocessor 

• with PIO parameters controlling function, and LCD display 
make 

• temperature accurate and reliable. 

• The double door makes the temperature fluctuation small. 
The toughened-glass inner door is convenient to observe 
chamber condition without affecting chamber temperature.  

• The working chamber adopts 304 stainless steel and round 
angle structure, easy to clean. 

• Temp. Range RT± 5-65°C  

• Temp. Fluctuation ± 0.5°C 

• Alarm over-temperature alarm; audible and visual alarm.  

• Optional Accessories: lndependent temperature protector 
 
 
MODEL   PKL PPC 300 (30lt)  PKL PPC 301 (50lt)  PKL PPC 302 (80lt)  
Consumption   200W    210W    280W 
Power Supply    AC110/220V ± 10%, 50/60Hz 
Internal Size(mm)  320x300x315   350x350x410   400x400x500 
External Size(mm)  610x470x470   500x520x710   570x580x820 
Package Size(mm)  780x610x650   650x650x900   705x705x1000 
Gross Weight(kg)  45    55    70 
 
PKL PPC 303 / 304 

• Features: lntelligent temperature controller, based on microprocessor with PIO 
parameters controlling function, and LCD display make temperature accurate and 
reliable.  

• The double door makes the temperature fluctuation small.  

• The toughened-glass inner door is convenient to observe chamber condition without 
affecting chamber temperature  

 

Incubators and Ovens incubators and 
ovens 
 
 

Costant Temperature Incubator 

incubators and ovens 
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• The working chamber adopts 304 stainless steel and round angle structure, easy to clean.  

• Temp. Range RT± 5-65°C  

• Temp. Fluctuation ± 0.5°C  

• Alarm over-temperature alarm; audible and visual alarm  

• Optional Accessories: lndependent temperature protector  
 
MODEL   PKL PPC 303 (160lt)   PKL PPC 304 (270lt) 
Consumption   380W     570W  
Power Supply   AC110/220V ± 10%, 50/60Hz 
Internal Size(mm)  500x500x650    600x600x750 
External Size(mm)  660x680x950    855x835x1185 
Package Size(mm)  800x800x1160   900x900x1240 
Gross Weight(kg)  90     105 
 
 
 
 
 
 
 
PPC BIO 310 / 311 / 312 
Features: Air jacket: equipped with UV Lamp for sterilizing; • Water jacket: 
equipped with HEPA filter • Equipped with USB port and LCD touch screen, 
the incubator can save data in real time Water tank for humidity in the 
chamber • High quality infrared sensor for accurate C02 concentration • 
The working chamber adopts round angle structure, easy to clean • High 
quality C02 gas filter ensures the inside gas quality • SMC brand gas circuit 
valves ensure more stable C02 concentration and less consumption of C02 
gas • Microcomputer controller, LCD displays temperature curve, C02 
concentration, run-time and timing. • Heating : Air Jacket (Water Jacket 
optional for PKL PPC BIO 311) • CO2 Control: Infrared sensor , range 0-20%, 
CO2 concentration control error 5%•}0,1% 
Optional Accessories: • Pressure regulator • APP remote operating system 
(can realize the control of the device within the LAN) 
 
MODEL   PKL PPC 310 (50lt)  PKL PPC 311 (80lt)          PKL PPC 312 (160lt) 
Internal Size(mm)   368x387x408   398x446x498(air jacket)  498x546x678 

380x450x590 (water jacket) 
External Size(mm) 500x527x821   600x596x921(air jacket)  700x666x1101 

543x628x1033(water jacket) 
Packing size(mm) 655x685x970   735x735x1070(air jacket)  760x800x1250 

680x770x1200(water jacket) 
Gross Weight(kg)  110    138(air jacket)   168 

158(water jacket) 
 

CO2 Incubators 

incubators and ovens 
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PPC BIO 313 / 314 / 315 
(Air jacket/water jacket) 
Features: UV Lamp for sterilizing the incubator • lnfrared sensor for accurate C02 concentration • 
Water tank for humidity in the chamber • C02 incubator pressure regulator • The working chamber 
adopts round angle structure, easy to clean • Microcomputer controller, LED displays temperature, 
C02 concentration, run-time and timing • Heating : Air jacket/water jacket • Temp. Range RT +5- 
60°C 
 
MODEL    PKL PPC 313 (80lt)  PKL PPC 314 (160lt)  PKL PPC 315 (270lt) 

600W(air jacket)  900W(water jacket)  700W(air jacket) 
Consumption    1200W(water jacket) 1200W(air jacket)  21OOW(water jacket) 
Power Supply                   AC220V±10%, 50/60Hz 
Internal Size(mm)    410x405x510 mm  505x455x700 mm  600x600x750 mm 
External Size(mm)    570x590x850 mm  670x640x1030 mm  770x790x1080 mm 
Package Size(mm)    700x740x1020 mm  800x790x1200 mm  900x940x1260mm 
Gross Weight (kg)   90    115    165  
 
 
 
 
 
 
 
PKL PPC 320 / 321 / 322 / 323 
Features: External material: cold-rolled steel with anti-bacteria powder 
coating • Stainless steel inner chamber, round angle structure, 
adjustable shelves • Double-layer glass observation window, adjustable 
airtight buckle lock • PID microprocessor intelligent temperature 
controller • Over-temperature protection • Optional independent  
temperature protector • Temp. Range RT+10-300°C • Temp. Precision 0.1°C 
 
 
 
 
 
MODEL  PKL PPC 320 (30lt) PKL PPC 321 (45lt) PKL PPC 322 (65lt) PKL PPC 323 (125lt) 
Consumption   800W    1200W   1600W   2300W 
Power Supply     AC220V ± 10%, 50/60Hz 
Internal Size(mm)   310x310x310   350x350x350   400x360x450      500x450x550 
External Size(mm)  460x510x695   500x550x735   540x550x840      636x680x915 
Package Size(mm)   550x570x765   620x585x800   640x640x905      730x720x1000 
Gross Weight(kg)  51    56    61        71 
 
 
 
 

Forced Air Drying Oven 

ovens 
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PKL PPC 324 
Features: External material: cold-rolled steel with anti-bacteria powder 
coating. Stainless steel inner chamber, round angle structure, 
adjustable shelves • Double-layer glass observation window, adjustable 
airtight buckle lock • PID microprocessor intelligent temperature 
controller • Over-temperature protection • Optional independent 
temperature protector • Temp. Range RT+10-300°C 
• Temp. Precision 0.1°C 
 
 
MODEL     PKL PPC 324 (230lt) 
Consumption     3000W 
Power Supply    AC220V±10%, 50/60Hz 
Internal Size(mm)    600x500x750 
External Size(mm)    730x670x1220 
Package Size(mm)    730x860x1030 
Gross Weight(kg)    110 
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