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Specifications 

•Touch screen / Keypad 
•CE approved 
•Excellent throughput, up to 520T/H 
•Up to 14 parameters including Cr, MA, Ca, Vit C ( depends on 
the type of strips) 
•High automation, continuous urine strip loading 
•Measurement Principle: Dual wavelength reflectance method 
•Measuring Wavelength: 3 LED Wavelength (550,620,720nm) 
•Reaction time: 60 seconds 
•Display: LCD screen 
•Memory Capacity:  5000 results (3000 results with barcode) 
•Easy maintenance design for daily cleaning 
•Barcode reader optional.  
•Can be connected with our Automatic Sediment Analyzer PKL PPC380 
•Parameters: pH, Nitrite, Ascorbic Acid, Protein ,  Specific Gravity , Blood , Glucose, Bilirubin ,  
Urobilinogen , Ketone , Leucocytes , Microalbumin , Creatinine , Calcium 
•URIN-10P, URIN-11P and URIN-14P . Controls U Q - 1 0 ,  U Q - 1 1 ,  U Q - 1 4  available 
•Interface:Serialport(RS232),parallelport(Forexternalprinter),PS/2(Forbarcodereader) 
•Work condition:  Environmental Temperature: 15-30°C , RH:20%~80% 
•Power supply:  100~240V  AC,50/60Hz 
•Dimension:  390mm x 340mm x 290mm 
•Weight:  6.5kg 
  

 

 

Urine Semi-Automatic Analyzer 

PKL PPC 160 
Semi - Automatic Analyzer 
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