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Features 

• Fully automatic, improve working efficiency. 

• Complete diagnosis data for clinic, LIS system 
available, easy to manage. 

• Fully automatic sampling and testing system, 
ensure the consistency and accuracy of the 

• test results. 
• Refrigerated reagent positions, extend the shelf 

life of the reagent. 
 

Parameters 
 

• Test method Coagulation method (magnetic 
beads) , immunoturbidimetry method, 
chromogenic substrate method 

 

• Test items PT, APTT, TT, FIB and blood 
coagulation factors, DD, FDP 

 

• Throughput 120 t/h 
 

• Sample position 35-105 
 

• Tilt reagent position 21 refrigerated 
 

• Sample probe calibration Liquid level sensor and constant heating function; automatic or 
manual calibration 

 
 

 

Auto Coagulation Analyzer PKL PPC 177  

  PKL PPC 177 
Automatic Coagulimeter 
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• Lighting LED 
 

• Alarm Abnormal test results alarm, insufficient cleaning fluid alarm, waste liquid overflow 
alarm 

 

• STAT Function Emergency sample available 
 

• Software Windows 7/8/10 or above, LIS system available 
 

• Power supply AC11 0/220V±1 0%, 60/50Hz 
 

• Package size950*925*940mm 
 

• Gross weight 168kg 
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